
Features

• International Ex approvals

• IP66, IP68, CSA Enclosure Type (NEMA) 4X, 6P

• Various threadforms/materials available

Benefits

• Used to change size/threadform of connection device

• Maintains Ex certification while matching threadforms

Metallic (Exde) adaptors and reducers - ADU / RDU Series
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Technical specification

Code of protection categories

ATEX: I M2, II 2 GD Ex d I/IIC Mb Gb, Ex e I/IIC Mb Gb, Ex tb IIIC Db, IP6X

IECEx: Ex d I/IIC, Mb/Gb, Ex e I/IIC, Mb/Gb, Ex tb IIIC Db, IP6X

CSA: Ex de IIC IP66/67/68; Class I, Divisions 1 and 2; Groups A, B, C, D; Class II,

Groups E, F, G; Class III; Enclosure Type 4X/6P

GOST: ExdeIU, ExdeIICU, IP66/67/68

Compliance standards

ATEX: EN 60079-0, EN 60079-1, EN 60079-7, EN 60079-3

IECEx: IEC 60079-0, IEC 60079-1, IEC 60079-31,  IEC 60079-7

CSA: C22.2 No .30-M1986 (R2012), CAN/CSA 60079-0-11, CAN/CSA 60079-1-11,

CAN/CSA 60079-7-12, CAN/CSA 60079-31:12, UL1203-5th Edition

Certificate details

ATEX: Sira 00ATEX1094X

IECEx: IECEx SIR 12.0016X

CSA: 1248014 (LR 106084)

GOST: TR RU C-GB.GB06.B.00106

Temperature

Temperature will depend on the type of o-ring used

None: -50°C to +180°C

Nitrile: -20°C to +80°C (supplied as standard)

EPDM: -30°C to +125°C

Neoprene: -20°C to +100°C

Viton: -5°C to +180°C

Silicone: -30°C to +180°C

Fluorosilicone: -50°C to +150°C

The maximum temperature is limited to +150°C for Group I applications

Ingress protection (IP):

Independently tested to IP66 / IP68 when fitted in accordance to manufacturer's

instructions

Part number:

Please refer to page 10 for part numbering system

Available thread sizes and corresponding bore size

Metric Bore NPT Bore ISO Pipe Bore ET Bore PG Bore

M16 10.00 - - 3⁄8” 10.00 5⁄8” 10.00 PG7 8.00

M20 14.00 1⁄2” 15.00 1⁄2” 15.00 3⁄4” 14.00 PG9 10.00

M25 18.00 3⁄4” 19.00 3⁄4” 19.00 1” 18.00 PG11 13.50

M32 24.00 1” 25.00 1” 25.00 11⁄4” 24.00 PG13.5 14.00

M40 32.00 11⁄4” 32.00 11⁄4” 32.00 11⁄2” 32.00 PG16 16.00

M50 41.00 11⁄2” 38.00 11⁄2” 38.00 2” 41.00 PG21 21.00

M63 53.00 2” 49.00 2” 49.00 21⁄2” 53.00 PG29 29.00

M75 64.00 21⁄2” 60.00 21⁄2” 60.00 3” 64.00 PG36 38.00

M80 x 2.0 69.00 3” 75.00 3” 75.00 - - PG42 45.00

M85 x 2.0 73.00 31⁄2” 88.00 31⁄2” 88.00 - - PG48 50.00

M90 x 2.0 78.00 4” 100.00 4” 100.00

M100 x 2.0 88.00

M110 x 2.0 98.00

M120 x 2.0 108.00

Materials

• Brass CZ121

• 316 stainless steel

• Aluminium

• Mild steel

Plating options

• Electroless nickel

• Zinc

• Others on application

Threadforms

• Metric

• NPT

• PG

• ISO Pipe (BSP)

• ET

EATON’S CROUSE-HINDS BUSINESS

Type ADU



Glass filled nylon (Exe) adaptors and reducers - ADE4 / RDE4 Series
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Technical specification

Code of protection categories

ATEX: II 2 GD, Ex e IIC Mb Gb, Ex tb IIIC Db, IP6X

IECEx: Ex e IIC Gb, Ex tb IIIC Db, IP6X

CSA: Ex e IIC IP66/67/68; Class I, Division 2; Groups A, B, C, D; Class II, 

Groups E, F, G; Class III; Enclosure Type 4X/6P

GOST: ExeIIC, IP66/67/68

Compliance standards

ATEX: EN 60079-0, EN 60079-7, EN 61241-0, EN 61241-1

IECEx: IEC 60079-0, IEC 60079-31, IEC 60079-7

CSA: C22.2 No.0.17-00 (R2009), CAN/CSA 60079-0-11, CAN/CSA 60079-7-12,

CAN/CSA 60079-31:12

UL514C 3rd Editions

Certificate details

ATEX: Sira 00ATEX3091X

IECEx: IECEx SIR 12.0038X

CSA: 1248014 (LR 106084)

GOST: TR RU C-GB.GB06.B.00106

Temperature

Temperature will depend on the type of o-ring used

No o-ring: -20°C to +40°C   Viton o-ring: -5°C to +40°C

Ingress protection (IP):

Independently tested to IP66 / IP68 when fitted in accordance to manufacturer's

instructions

Part number:

Please refer to page 10 for part numbering system

Available thread sizes and corresponding bore size

Metric Bore NPT Bore ISO Pipe Bore ET Bore PG Bore

M16 9.00 3⁄8” 9.30 5⁄8” 9.30 PG9 9.00

M20 11.00 1⁄2” 12.00 1⁄2” 12.00 3⁄4” 1.00 PG11 10.00

M25 16.00 3⁄4” 13.00 3⁄4” 13.00 1” 16.00 PG13.5 11.50

M32 21.00 1” 18.00 1” 18.00 11⁄4” 21.00 PG16 13.50

M40 31.00 11⁄4” 33.00 11⁄4” 33.00 11⁄2” 31.00 PG21 9.00

M50 41.00 11⁄2” 38.00 11⁄2” 38.00 2” 40.00 PG29 28.00

- - - - - - - - PG36 37.00

- - - - - - - - PG42 44.00

Overall

Length

Male

Thread

Length

Bore

Female

Thread

Depth

Hex A/F

Hex A/C

Features

• International Ex approvals

• IP66, IP68

• Various threadforms available

Benefits

• Used to change size/threadform of connection device

• Maintains increased safety certification while matching threadforms

Materials

• Glass filled nylon

Threadforms

• Metric

• NPT

• NPSM

• PG

• ISO Pipe (BSP)

• ET

EATON’S CROUSE-HINDS BUSINESS
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Female Size

M16 201 201

M20 301 202 203

M25 303 303 257 206

M32 305 305 305 206 208

M40 307 307 307 307 208 209

M50 309 309 309 309 309 259 211

M63 310 310 310 310 310 310 211 212

M75 311 311 311 311 311 311 311 212 261 213 213

M80 311 311 311 311 311 311 311 261 261 214 214

M85 312 312 312 312 312 312 312 214 214 214 214

M90 312 312 312 312 312 312 312 312 214 214 214 215

M100 313 313 313 313 313 313 313 313 313 313 215 215 262 263

M110 325 325 325 325 325 325 325 325 325 325 325 262 262 263

M120 326 326 326 326 326 326 326 326 326 326 326 326 263 263

STEP 1 – To obtain the correct reference number, select the male size from the left hand column, then refer 

horizontally across the page to the female size (i.e. M32 (male) x M40 (female) = 208). Reference numbers in blue

are adaptors; other references are reducers.
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Adaptors

Metric x metric, metric x PG, PG x metric, PG x PG

Reference numbers 201 202 203 204 205 206 207 208 209 210 211 212 213 214 215 216 257 258 259

Hex across flats 23.4 27.0 30.5 33.0 36.0 37.6 37.6 47.2 55.9 61.2 70.1 90.2 106.4 106.4 114.3 23.4 31.8 41.3 57.2

Hex across corners 26.8 31.0 35.0 38.0 41.5 43.2 43.2 53.4 64.3 70.4 81.8 103.7 122.4 122.4 131.4 26.8 36.1 47.7 66.0

Male thread length 16 16 16 16 16 16 16 16 16 16 16 16 16 20 20 15 16 16 16

Female thread length 17 17 17 17 17 17 17 17 17 17 17 17 22 22 22 20 17 17 17

Total length 38.5 38.5 38.5 38.5 38.5 38.5 38.5 38.5 39.5 39.5 39.5 39.5 45.0 49.0 49.0 42.0 38.5 38.5 39.5

Metric x NPT, PG x NPT

Reference numbers 217 218 219 220 221 222 223 224 225 226 227 228 229 230 231 261 262 263 -

Hex across flats 27.0 30.5 32.0 37.6 37.6 41.3 47.2 55.9 57.2 70.1 80.0 106.4 106.4 114.3 127.0 90.2 120.7 139.7 -

Hex across corners 31.0 35.0 36.7 43.2 43.2 47.5 53.4 64.3 66.0 81.8 92.0 122.4 122.4 131.4 147.0 104.1 139.4 161.3 -

Male thread length 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 20 20 -

Female thread length 20 20 20 20 25 25 26 26 26 27 40 35 42 42 44 22 22 22 -

Total length 42 42 42 42 47 47 47 48 48 48 58 58 62 62 62 48 48 49 -

NPT x metric, NPT x PG

Reference numbers 232 233 234 235 236 237 238 239 240 241 242 243 244 260 265 - - - -

Hex across flats 23.4 28.6 30.5 37.6 37.6 44.5 55.9 70.1 70.1 90.2 90.2 106.4 114.3 90.2 33.0 - - - -

Hex across corners 26.8 32.9 35.0 43.2 43.2 51.1 64.3 70.4 81.8 103.7 103.7 122.4 131.4 103.7 38.0 - - - -

Male thread length 20 20 20 20 25 25 25 25 25 25 35 35 35 16 20

Female thread length 17 17 17 17 17 17 17 17 17 17 17 22 22 35 77 - - - -

Total length 43 43 43 43 48 48 49 49 49 49 59 64 64 58 43 - - - -

NPT x NPT

Reference numbers 245 246 247 248 249 250 251 252 253 254 255 256 264 - - - - - -

Hex across flats 23.4 30.5 37.6 37.6 47.2 55.9 70.1 80.0 80.0 106.4 114.3 127.0 158.8 - - - - - -

Hex across corners 26.8 35.0 43.2 43.2 53.4 64.3 81.8 92.0 92.0 122.4 131.4 146.0 183.3 - - - - - -

Male thread length 20 20 20 25 25 25 25 25 35 35 35 35 35 - - - - - -

Female thread length 20 20 25 25 25 25 25 35 35 35 35 35 47 - - - - - -

Total length 46 46 51 56 56 57 57 67 77 77 78 78 81 - - - - - -

STEP 2 – Having obtained the reference number, go to the relevant column within the dimension tables to obtain the

adaptor or reducer’s dimensions. Please note that these dimensions refer to metallic products only.

Reducers

Metric and PG

Reference numbers 301 302 303 304 305 306 307 308 309 310 311 312 313 324 325 326 - - -

Hex across flats 27.0 30.5 31.8 36.0 37.6 44.5 47.2 55.9 57.2 70.1 90.2 106.4 114.3 61.2 120.7 127.0 - - -

Hex across corners 31.0 35.0 36.7 41.5 43.2 51.1 53.4 64.3 66.0 81.8 103.7 122.4 131.0 70.7 139.4 146.6 - - -

Male thread length 16 16 16 16 16 16 16 16 16 16 16 20 20 16 16 16 - - -

Total length 26 26 26 26 26 26 26 27 27 27 27 31 31 27 28 28 - - -

NPT

Reference numbers 314 315 316 317 318 319 320 321 322 323 327 - - - - - - - -

Hex across flats 23.4 27.9 34.9 44.5 52.1 61.2 80.0 90.2 106.4 120.7 146.0 - - - - - - - -

Hex across corners 26.8 32.1 40.2 51.1 59.9 70.4 92.0 103.7 122.4 138.8 168.6 - - - - - - - -

Male thread length 20 20 25 25 25 25 35 35 35 35 35 - - - - - - - -

Total length 30 30 35 35 35 36 46 46 46 47 47 - - - - - - - -
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